_SPECIFICATIONS: _

FEATURES

¢ Silicone Insulation
e S KVDC thru 50 KVDC

» Radiation Resistant
* Flappe Retardant (Neets  oupuz~
U.L. VW-1 Reguirements)

e 10 thru 22 AWG Conductor
* -40°C thru 1S0°C Max.

« High Flexibility
= Excellent Ozone &

Voltage Ratings Temperature Rating Corona Resistance
e Can Be Autoclaved
CONDUCTOR
TECHNICAL DATA Q?OWE — TOLEDO, OH. A} AWM 40KVDC 150°C STYLE 3239 w-1®
DESCRIPTION:

Rowe's ""U.L. 3239" Style High Voltage Silicone Lead SILICONE ___/

Wire uses Rowe compound R800. This compound was

cspecially developed for high abrasion resistance requirements and also exhibits cxccllent diclcctric capability in extreme
environments. The constructions listed below are available with U.L. labels indicating their listing as recognized appliance
wiring materials by Underwriters Laboratories. U.L. file #E61355.

APPLICATIONS:
Rowe's "U.L. 3239" Stylec High Voltage Silicone Lead Wire has been used in power supplies, clectronic cquipment, ctc... where

high abrasion resistance, high voltage, flame rcsistance, and flexibility arc major requircments.

‘Wire Construction See Table Below
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Conductor Tin-Plated Copper Stranding
Insulation Rowe R800 Silicone Compound (Standard Color White)
Temperature Rating -40°C thru 150°C Max.
3| Voltage Ratings At ambient conditions with the wirc lwing on a groumipiane efees
. $ Wire Marking Per U.L. 3239 Requirements ]
f : CONDUCTOR INFORMATION NOM. FINISHED O.D. PER VOLTAGE RATING IN KVDC
~. 3| AWG STRANDING COND.
'Qg* \2 SIZE CONSTRUCTION | NOM. 10 18 20 28 30 as 40 45 80

\‘ RBOO— XXXX~X
COLOR
'T< AWG SIiZE
. 2_:_) VOLTAGE RATING (RIGHT JUSTFIED)
@ ROWE SASE NUMBER
Y SUPERIOR DELIVERY AND QUALITY
3




